
No. 2570

Square-type sheet machine press
This press couches and squeezes water out of paper sheets pro-
duced on a sheet machine. A plunger-type pump is employed, 
which sends stored glycerin to the rubber diaphragm at the press 
section when the pump handle is operated. The diaphragm then 
pushes up the lower pressure board to compress the specimen. 
Improvement has been made with the stability while applying 
pressure to achieve squeezing with a higher pressure.

25cm square press
Specimen size: 250×250 mm
Table size: 270×270 mm
Pressure: max. 0.5 MPa
Optional: mounting support
Outer dimensions: 825×650×595 mm
Instrument weight: 130 kg, 145 kg (with support)
 
40cm square press
Specimen size: 400×400 mm 
Board size: 420×420 mm
Pressure: max. 0.5 MPa
Interval between upper and lower boards: max. 200 mm
Accessory: mounting support
Outer dimensions: 1100×700×1450 mm
Instrument weight: 370 kg

No. 2570

No. 2570

25cm Square press

40cm Square press



No. 2571-Ⅰ 

Round-type automatic sheet press
The conventional process of manual press operation requires op-
erator attendance all through the process, creating a challenge for 
labor saving in the handmade paper adjustment process. This 
press eliminates the disadvantage by introducing automatic oper-
ation with higher workability, contributing to labor saving in the 
process significantly. When in operation, the pneumatic cylinder is 
operated to raise and lower the pressure plate, automatically per-
forming the press process according to button operation. A safety 
mechanism is also incorporated that does not allow the pressing 
plate to operate unless the acrylic cover is closed.
<Features> 

1. Compliant with the ISO, JIS and TAPPI standards
2. Capable of producing uniform handmade sheets, High repro-

ducibility
3. Reduces operator fatigue, Removes inter-operator variance

Pressure plate: 170 mm in diameter, stroke 195 mm, made of 
SUS-304

Press pressure: 410 kPa
Press time: 1st press 5 minutes, 2nd press 2 minutes
Power source: 100/110VAC 50/60Hz 5A
Air source: 0.5MPa
Outer dimensions: 865×470×1465 mm
Instrument weight: 200 kg

No. 2571-Ⅱ 

Square-type automatic sheet press
One significant theme for laboratory productivity is labor saving 
and improvement of reproducibility. This automatic press elimin-
ates the conventional manual press operation, and provides high 
reproducibility while eliminating inter-operator variance. Thus, it 
greatly contributes to labor saving in the process. Optionally, we 
fabricate a version that can also operate as a round press (per 
JIS).

Pressing plate: 270×270 mm
Press time: 1st press 5 minutes, 

2nd press 2 minutes (standard) 
Hydraulic pump: three-phase 200/220 VAC, 0.75 kW
Hydraulic cylinder: inner diameter 100 mm
Power source: three-phase 200/220VAC 50/60Hz 10A
Outer dimensions: 980×470×1470 mm
Instrument weight: 373 kg

No. 2571-Ⅲ 

Square-type automatic sheet press(Air method)
This automatic press use air pressure for press sheet. This press 
keeps the pressure while paper are pressed.

Pressing plate: 270×270 mm
Press pressure: 410kPa
Power source: 100/110VAC 50/60Hz 1A
Air source: 0.5MPa
Outer dimensions: 800×700×1700 mm
Instrument weight: 400 kg
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